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Rear view

form factor. QuantaMesh T1048-LB9M is purpose built as the rack management switch for high 

ports the switch delivers non-blocking forwarding of 296Gbps combined with feature rich L2 and 
L3 functions. QuantaMesh T1048-LB9M with QNOS (Quanta Network OS) supports not only layer 2 

the demands for contemporary data center management switch, QuantaMesh T1048-LB9M 

Extensive Layer 2 Features
E
and Storm Control, QuantaMesh T1048-LB9M provides loop-free environment, best control of 

Comprehensive Layer 3 Features
n order to support layer3 function, QuantaMesh T1048-LB9M is supported with feature- rich 

network routing.

T

switch.  

S
and programmable networks. QuantaMesh T1048-LB9M is equipped with OpenFlow v1.3 features 

High Availability
The QuantaMesh T1048-LB9M is designed for high availability from both hardware and software 
perspectives. The key features include:   

˙1+1 hot-swappable power supplies 

˙The sku options for rear-to-front or front-to rear cooling

˙

˙Spanning Tree with Guarding Features

˙

˙

About QCT
Quanta Cloud Technology (QCT) is a global data center solution provider. We combine the 

to solve next-generation data center design and operation challenges. QCT serves cloud service 
providers, telecoms and enterprises running public, hybrid and private clouds.

servers, storage, switches, integrated racks with a diverse ecosystem of hardware component and 

corporation.
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